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EVERLIGHT

4 PIN SOP HIGH VOLTAGE DARLINGTON _
PHOTOTRANSISTOR PHOTOCOUPLER EL452-G Series

Order Information

Part Number

EL452(Y)-VG

Note

Y = Tape and reel option (TA, TB, or none).
V = VDE safety (optional)
G = Halogens free

Option Description Packing quantity
None Standard SMD option 100 units per tube
-V Standard SMD option + VDE 100 units per tube
(TA) TA Tape & reel option 3000 units per reel
(TB) TB Tape & reel option 3000 units per reel
(TA)-V TA Tape & reel option + VDE 3000 units per reel
(TB)-V TB Tape & reel option + VDE 3000 units per reel
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EVERLIGHT

4 PIN SOP HIGH VOLTAGE DARLINGTON _
PHOTOTRANSISTOR PHOTOCOUPLER EL452-G Series

Package Drawings

(Dimensions in mm)
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Recommended pad layout for surface mount leadform
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EVERLIGHT

4 PIN SOP HIGH VOLTAGE DARLINGTON
PHOTOTRANSISTOR PHOTOCOUPLER

EL452-G Series

Device Marking

452
oYwwy

Notes

EL denotes Everlight

452 denotes Part Number

Y denotes 1 digit Year code

wWWwW denotes 2 digit Week code

\Y denotes VDE approved (optional)
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EVERLIGHT

4 PIN SOP HIGH VOLTAGE DARLINGTON _
PHOTOTRANSISTOR PHOTOCOUPLER EL452-G Series

Tape & Reel Packing Specifications

Option TA Option TB
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Direction of feed from reel Direction of feed from reel

Tape dimensions
Ppe

IS - = K
=P 0 —
by o o o
W 5
o JQL T
= |
fan ) D N
. B
I
[ —
Dimension No. A B Do D1 E F
Dimension (mm) 4.4 +0.1 7.4 +£0.1 1.5+0.1/-0 1.5+0.1 1.7 5+ 0.1 7501
Dimension No. Po P1 P2 t w K
Dimension (mm) 4.0+0.15 8.0+0.1 2.0+0.1 0.25+0.03 | 16.0+0.2 24 +0.1
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EVERLIGHT

4 PIN SOP HIGH VOLTAGE DARLINGTON _
PHOTOTRANSISTOR PHOTOCOUPLER EL452-G Series

Solder Reflow Temperature Profile

260 °C (peak 10s Max)

/Q\ﬂss °C (30s Max)
217°C

1-3 °C/Sec Max
200°C 60 — 100 Sec

150°C

Temperature

60 — 120 Sec

1-3 °C/Sec Max

TIME (S) =—p
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EVERLIGHT

4 PIN SOP HIGH VOLTAGE DARLINGTON _
PHOTOTRANSISTOR PHOTOCOUPLER EL452-G Series

DISCLAIMER

1. The specifications in this datasheet may be changed without notice. EVERLIGHT reserves the authority
on material change for above specification.

2. When using this product, please observe the absolute maximum ratings and the instructions for use as
outlined in this datasheet. EVERLIGHT assumes no responsibility for any damage resulting from use of the
product which does not comply with the absolute maximum ratings and the instructions included in this
datasheet.

3. These specification sheets include materials protected under copyright of EVERLIGHT. Reproduction in
any form is prohibited without the specific consent of EVERLIGHT.
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